
All Proper Signage, as shown below, must be in place prior to issuance of a Jumper
or Meter for Your System.  Failure to install the required signs per IRWD Standards
will delay your meter set, or request for a jumper.   If a system is found to be
operating on a jumper or meter without the proper signs being installed, you will be
given 48 hours notice to install proper signs before IRWD will lock off existing
jumpers or meters.  IRWD will not be responsible for any subsequent landscape
material that may wither and die as a result of a jumper or meter being locked off.

INSTALL WITH 3/8” STAINLESS
STEEL BOLTS AT A MINIMUM
OF TWO LOCATIONS – LENGTH
AS REQUIRED.  USE 1”DIAMETER
WASHER TO PROTECT SIGN

REQUIRED SIGNAGE FOR
RECYCLED WATER USE AREAS:
ALL USE AREAS ACCESSIBLE TO 1-1/4” GALVANIZED STEEL
THE PUBLIC SHALL BE POSTED WITH     U – CHANNEL, OR BOX POST
SIGNS (MINIMUM 2 PER METER)
THAT ARE VISIBLE TO THE PUBLIC
IN A SIZE NO LESS THAN
4 INCHES HIGH BY 8 INCHES WIDE.
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RECYCLED WATER WARNING SIGN
N.T.S.

FOR MINIMUM WORDING REQUIRED ON SIGNAGE REFERENCE THE
ON-SITE NOTES LETTER “L”.
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  RECYCLED WATER
      DO NOT DRINK

   


